
The imaging probe

The mobile medical imaging device
to visualize and locate gamma spotted areas 
before, during and after surgery 
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THE MODULE :

• Plastic housing (waterproof - alcohol clean only)
• TFT screen 10,4” - uses 256 colors
• DSP powered  image processing
• Acquisition refresh  frame rate from  0,5 seconds up to10 seconds
• Front panel controls : storing (also on probe), stop (also on probe), 
• up/down, and cancel buttons
• Memory card slot (MMC type, 32MB, equiv 1000 images)
• Table stand to point the screen
• VESA compatible base plate for mobile arm fixing
• Power supply : 12 v medical grade unit
• Size : 32 x 28 x 8 cm (table stand excepted)
• Weight : 3,5 kgs
• EN60601-1-1(-2) (electrical safety) EN61000 & EN55011 

class B (CEM) compliant

THE IMAGING PROBE :

• Waterproof plastic housing, including 2 button-control panel
• Acquisition sensor area : 40 x 40 mm
• CdTe Sensor 16 x 16 pixels, 2,46 mm pitch
• Tantalum collimator : size 24 mm, septa 0,3 mm, 2,46 mm pitch
• Probe overall size (ergonomic) : 250 x 70 x 170 mm
• Handle size : 40 mm x 130 mm
• Weight (lightweight) : 0,70 Kg
• Cable length : 3,5 m
• Cold Decontamination : use of a non-heating method 
• “B” type contact part (EN60601 rule compliant)

EEC CE 0459
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